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• Special izes in the production of 
linerboard and corrugating medium, 
which are then used to produce 
corrugated board and carton boxes. 
All core products are manufactured to 
different grades and specifications to 
meet recognized industry standards 
and specific customer requirements 
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Kraft Liner is ideal to produce superior strength a nd high printability carton boxes.
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230

KLB 230

250

KLB 250

30175150120
Substance +/-

3 (gsm)

KL 175KL 160KL150KL120Product Code
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Test Liner is made from 100% recycled paper with or dinary strength.
"#"#"#"# ����� ����� ���� �� 100%����$�%$�%$�%$�% &'&'&'&'( (((')*�')*�')*�')*�+ +++

140

TL140

120

TL 120

125

TL125

170Substance +/- 5 (gsm)

TL170Product Code



110+/-4

C 110

120+/-5

C 120

145+/-5

C 145

95+/-3

C 095

100+/-3

C 100

180+/-5Substance (gsm)

C 180Product Code
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Our Corrugated Medium is a special high strength co rrugated medium that provide a 
very high stacking strength and good protection per formance to carton boxes 
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The grey paper board series are high quality grey
board made with regenerated plant fibers 
using 100% imported paper waste
This series is designed for various types of
packaging paper, including items such as

food products, electronics, garments, arts &
crafts, stationery and commodities. They are
mainly used in top grade stationery, and various
leather products to name some of it’s uses.
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Quality and Characteristics �������� ����� ���� ���
• High in tension and stiffness                                 

�������
• Flat surface and comfort sense                          

�	
�� �
� ����
• The food stabilization of thickness and moisture 

of former base paper                                           
��������� ����������

• Composite Paper Board with good flat surface 
non-stratification and non-distortion                   
 ��	
�� �!"� �!#$ %&'()

Standard ��������
• The thickness of first former grey board: 

100g/���� = 0.16mm                                               
,-,-,-,- ����./0./0./0./0 ����123123123123 ����4 4445555

• The thickness of composite grey board: 
100g/���� = 0.155mm                                                    
67/067/067/067/0 ����8 888� ���4 4445555
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7.5� 1.57.0� 1.5%�� Moisture8

��� ��	 
�� Tolerance for stiffness: +20%
 -10%

13.5/27.510.5 / 217.5 / 155.0 /103.5 / 7.03.1 / 6.2

2.5 / 
5
.
5

mN.m
�� Stiffness (Taber 15’)  

CD/MD
7

�� Top: 60� 15��� back: � 150g/m2���� � 60s�
cobb size� 60s�

6

50� 10%�� Gloss 75 o5

2.5� m�� Roughness�4

85� 2%
ISO�	� ��� �
ISO Brightness� Top�

3

590� 20520� 20460� 20390� 15350� 15325� 15305� 15� m !"# Caliper2

367$ 473388$ 420340$ 368291$ 315262$ 284242$ 263223$ 242g/m2%& Substance  � +5% $ -3%�1

450
GSM

400
GSM

350
GSM

300
GSM

270
GSM

250
GSM

230
GSM

%& Substance

�� standard
' (
unit

)*+,
Properties
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We also have more product:
*�*�*� *�9 999::::�;�<�;�<�;�<�;�< 9999=>=>=>=>????@�@�@�@� ABABABAB CD>*�CD>*�CD>*�CD>*�+ +++

• Core paper �������� ����

• Tissue paper �����	
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IF YOU HAVE ANY SPECIAL REQUIREMENTS PLEASE 
FEEL FREE TO ASK US…
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Packaging Dimensions���������������������� ������

SPECIAL SIZE AND LENGTH CAN BE CUSTOM MADE 
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SUITABLE FOR ANY
REQUIREMENT 
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EPE FOAM IN BLOCK ������������������������ ��	��	��	��	
THICKNESS 0.5 - 7MM OR ANY REQUIREMENT

5

1-1.5 x 600 - 50EPE FOAM IN ROLL ������������������������ �������� 


 

THICKNESS 0.5MM-10MM

4

0.5-1.5 x 50Single /Double side 22mm bubble wrap
������������� �� � 22mm��� ��� ������ ��� �� �� ���
��
��
��
 ��� ��������� ��� �� �� ��� �� �� �� 

3

0.5-1.5 x 50-100
one-side- thin foil white 10mm bubble wrap

!!! !" "" " 1####$$$$ 10mm��� �%%%%""" "&'(�� &'(�� &'(�� &'(�� )
*+ )
*+)
*+)
*+, ,, ,-��-��-��-��
1

Size W x L(m)
Description of Product
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Bubble Wrap 			 	
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Bubble Bag 
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Composite anti-static air bubble bag

The composite anti-static air bubble bag being developed by our company has made up the shortcomings of other 
domestic counterparts. (many anti-static air bubble bags can not be fully sealed, so it will lead to air leakage after a 
period of time and they are poor in shock reduction and buffer ) The product is a two-layer structure. The outer layer is 
conductive PE membrane with the surface of 10~10��� � , and the surface resistance of inner anti-static air bubble bag is 
also 10-10 � . This product applies to the packaging of electronic products for long-distance transportation as well as 
anti-static air bug bags. The air bubble can prevent products from damages due to collision, attrition or static. With the 
surface resistance of 10~10 � it’s mainly used for the packing of electronic components and PC boards. (The material 
for the outer layer, specification and colour can be customized in accordance to clients, requirements and can be made 
into re, blue …..etc.)
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WE ALSO HAVE ANY MORE:

*�*�*� *�9 999::::�;�<�;�<�;�<�;�< 9999�E��E��E��E�? ???@���CD>*�@���CD>*�@���CD>*�@���CD>*� ����

BUBBLE ENVELOPE
��� �������������

HEAT INSULATION ��� ��� ������ 	
�	
�	
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CONDUCTIVE PE BAG
�������� ��� � PE��� �� �� ����	���	���	���	
 

 



